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SECTION A-A

CONCRETE WASHOUT AREA (CWA) INSTALLATION NOTES:

1.
2.

8

SEE PLANS FOR CWA INSTALLATION LOCATION.

DO NOT LOCATE AN UNLINED CWA WITHIN 400" OF ANY NATURAL DRAINAGE PATHWAY OR BODY
OF WATER. DO NOT LOCATE WITHIN 1000" OF ANY WELLS OR DRINKING WATER SOURCES. THE

CWA MUST BE INSTALLED WITH AN IMPERMEABLE LINER (16 MIL. MIN. THICKNESS) OR SURFACE
STORAGE ALTERNATIVES USING PREFABRICATED CONCRETE WASHOUT DEVICES OR A LINED
ABOVE GROUND STORAGE SHOULD BE USED.

THE CWA SHALL BE INSTALLED PRIOR TO CONCRETE PLACEMENT ON SITE.

CWA SHALL INCLUDE A FLAT SUBSURFACE PIT THAT IS AT LEAST 8 x 8. SLOPES LEADING OUT
OF THE SUBSURFACE PIT SHALL BE 3:1 OR FLATTER. THE PIT SHALL BE AT LEAST 3’ DEEP.

BERM SURROUNDING SIDES AND BACK OF THE CWA SHALL HAVE A MINIMUM HEIGHT OF 1"
VEHICLE TRACKING PAD SHALL BE SLOPED 2% TOWARDS THE CWA.

SIGNS SHALL BE PLACED AT THE CONSTRUCTION ENTRANCE, AT THE CWA, AND ELSEWHERE AS
NECESSARY TO CLEARLY INDICATE THE LOCATION OF THE CWA TO OPERATORS OF CONCRETE
TRUCKS AND PUMP RIGS.

USE EXCAVATED MATERIAL FOR PERIMETER BERM CONSTRUCTION.
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